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VEHICLES, BOATS AND INTERNAL COMBUSTION ENGINES –  

RADIO DISTURBANCE CHARACTERISTICS –  
LIMITS AND METHODS OF MEASUREMENT FOR  
THE PROTECTION OF ON-BOARD RECEIVERS 

 
FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote international 
co-operation on all questions concerning standardization in the electrical and electronic fields. To this end and 
in addition to other activities, IEC publishes International Standards, Technical Specifications, Technical Reports, 
Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC Publication(s)”). Their 
preparation is entrusted to technical committees; any IEC National Committee interested in the subject dealt with 
may participate in this preparatory work. International, governmental and non-governmental organizations liaising 
with the IEC also participate in this preparation. IEC collaborates closely with the International Organization for 
Standardization (ISO) in accordance with conditions determined by agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence between 
any IEC Publication and the corresponding national or regional publication shall be clearly indicated in the latter. 

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity 
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any 
services carried out by independent certification bodies. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of patent 
rights. IEC shall not be held responsible for identifying any or all such patent rights. 

CISPR 25 has been prepared by CISPR subcommittee D: Electromagnetic disturbances related 
to electric/electronic equipment on vehicles and internal combustion engine powered devices. 
It is an International Standard. 

This fifth edition cancels and replaces the fourth edition published in 2016. This edition 
constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) inclusion of new frequency bands, 
b) deletion of the annex on TEM cells, 
c) inclusion of annexes on measurement uncertainty, 
d) overall improvement. 
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The text of this International Standard is based on the following documents: 

Draft Report on voting 

CIS/D/477/FDIS CIS/D/480/RVD 

 
Full information on the voting for its approval can be found in the report on voting indicated in 
the above table. 

The language used for the development of this International Standard is English. 

This document was drafted in accordance with ISO/IEC Directives, Part 2, and developed in 
accordance with ISO/IEC Directives, Part 1 and ISO/IEC Directives, IEC Supplement, available 
at www.iec.ch/members_experts/refdocs. The main document types developed by IEC are 
described in greater detail at www.iec.ch/standardsdev/publications. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed, 

• withdrawn, 

• replaced by a revised edition, or 

• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates that it 
contains colours which are considered to be useful for the correct understanding of its 
contents. Users should therefore print this document using a colour printer. 

 

  

http://www.iec.ch/members_experts/refdocs
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INTRODUCTION 

This document is designed to protect on-board receivers from disturbances produced by 
conducted and radiated emissions arising in a vehicle. 

Test procedures and limits given are intended to provide provisional control of vehicle radiated 
emissions, as well as component/module conducted/radiated emissions of long and short 
duration. 

Vehicle test limits are provided for guidance and are based on a typical radio receiver using the 
antenna provided as part of the vehicle, or a test antenna if a unique antenna is not specified. 
The frequency bands that are defined are not applicable to all regions or countries of the world. 
For economic reasons, the vehicle manufacturer is free to identify what frequency bands are 
applicable in the countries in which a vehicle will be marketed and which radio services are 
likely to be used in that vehicle. 

As an example, many vehicle models will probably not have a television receiver installed; yet 
the television bands occupy a significant portion of the radio spectrum. Testing and mitigating 
noise sources in such vehicles is not economically justified. 

The vehicle manufacturer should define the countries in which the vehicle is to be marketed, 
then choose the applicable frequency bands and limits. Component test parameters can then 
be selected from this document to support the chosen marketing plan. 

The World Administrative Radio communications Conference (WARC) lower frequency limit in 
region 1 was reduced to 148,5 kHz in 1979. For vehicular purposes, tests at 150 kHz are 
considered adequate. For the purposes of this document, test frequency ranges have been 
generalized to cover radio services in various parts of the world. Protection of radio reception 
at adjacent frequencies can be expected in most cases. 

Radio technology developed for use by government agencies, emergency services (police 
forces, fire departments, ambulance/health services, etc) are not detailed and the protection 
limits provided are not necessarily applicable. For these technologies, limits and/or 
measurement parameters are generally agreed upon by the manufacturer and the service 
providers. 

Mobile services up to 4G technologies have been considered in this edition. 5G technology 
and/or all mobile services under development have not been considered due to lack of 
established information in regards to frequency bands and limits.  

To accomplish this end, this document: 

• establishes a test method for measuring the electromagnetic emissions from the electrical 
system of a vehicle; 

• sets limits for the electromagnetic emissions from the electrical system of a vehicle; 

• establishes test methods for testing on-board components and modules independent from 
the vehicle; 

• sets limits for electromagnetic emissions from components to prevent objectionable 
disturbance to on-board receivers; 

• classifies automotive components by disturbance duration to establish a range of limits. 

NOTE Component tests are not intended to replace vehicle tests. Exact correlation between component and vehicle 
test performance is dependent on component mounting location, harness length, routing and grounding, as well as 
antenna location. Components can be evaluated with component testing prior to actual vehicle availability.  
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VEHICLES, BOATS AND INTERNAL COMBUSTION ENGINES –  
RADIO DISTURBANCE CHARACTERISTICS –  

LIMITS AND METHODS OF MEASUREMENT FOR  
THE PROTECTION OF ON-BOARD RECEIVERS 

 
 
 

1 Scope 

This document contains limits and procedures for the measurement of radio disturbances in the 
frequency range of 150 kHz to 5 925 MHz. This document applies to vehicles, boats, internal 
combustion engines, trailers, devices and any electronic/electrical component intended for use 
in vehicles, boats, trailers and devices. Refer to International Telecommunications Union (ITU) 
publications for details of frequency allocations. The limits are intended to provide protection 
for on-board receivers installed (per the manufacturer’s guidelines) in a vehicle from 
disturbances produced by components/modules in the same vehicle.  

The receiver types to be protected are, for example, broadcast receivers (sound and television), 
land mobile radio, radio telephone, amateur, citizens' radio, Satellite Navigation (GPS etc.), Wi-
Fi, V2X, and Bluetooth.  

This document does not include protection of electronic control systems from radio frequency 
(RF) emissions or from transient or pulse-type voltage fluctuations. These subjects are included 
in ISO publications. 

The limits in this document are recommended and subject to modification as agreed between 
the customer (e.g. vehicle manufacturer) and the supplier (e.g. component manufacturer). This 
document is also intended to be applied by vehicle manufacturers and suppliers which are to 
be added and connected to the vehicle harness or to an on-board power connector after delivery 
of the vehicle. 

This document defines test methods for use by vehicle manufacturers and suppliers, to assist 
in the design of vehicles and components and ensure controlled levels of on-board radio 
frequency emissions. 

The emission requirements in this document are not intended to be applicable to the intentional 
transmissions from a radio transmitter as defined by the ITU including their spurious emissions. 

NOTE 1 This exclusion is limited to those intended transmitter emissions, which leave the EUT as radiated 
emissions and are coupled onto the wire line in the measurement setup. For conducted transmissions on frequencies 
intentionally produced by the radio part of an EUT, this exclusion does not apply. 

NOTE 2 It is usual for customers and suppliers to use radio regulation standards to manage the effect of spurious 
emissions from a radio transmitter unless limits of spurious emission are agreed in the test plan. 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content 
constitutes requirements of this document. For dated references, only the edition cited applies. 
For undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 61851-1:2017, Electric vehicle conductive charging system – Part 1: General requirements 

CISPR 16-1-1:2019, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-1: Radio disturbance and immunity measuring apparatus – Measuring 
apparatus 
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CISPR 16-1-2:2014, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-2: Radio disturbance and immunity measuring apparatus – Coupling devices 
for conducted disturbance measurements  
CISPR 16-1-2:2014/AMD1:2017 

CISPR 16-1-6:2014, Specification for radio disturbance and immunity measuring apparatus and 
methods – Part 1-6: Radio disturbance and immunity measuring apparatus – EMC antenna 
calibration  
CISPR 16-1-6:2014/AMD1:2017 

ISO 7637-3:2016, Road vehicles – Electrical disturbances from conduction and coupling – 
Part 3: Electrical transient transmission by capacitive and inductive coupling via lines other than 
supply lines 

ISO 11452-4:2020, Road vehicles – Component test methods for electrical disturbances from 
narrowband radiated electromagnetic energy – Part 4: Harness excitation methods 

SAE ARP 958.1 Rev D:2003-02, Electromagnetic Interference Measurement Antennas; 
Standard Calibration Method 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/ 

• ISO Online browsing platform: available at http://www.iso.org/obp 

3.1   
absorber lined shielded enclosure 
ALSE 
shielded enclosure/screened room with radio frequency-absorbing material on its internal 
ceiling and walls 

3.2   
antenna factor 
factor which is applied to the voltage measured at the input connector of the measuring 
instrument to give the field strength at the antenna 

3.3   
antenna matching unit 
unit for matching the impedance of an antenna to that of the 50 Ω measuring instrument over 
the antenna measuring frequency range 

3.4   
artificial mains network 
AMN 
network that provides a defined impedance to the EUT at radio frequencies, couples the 
disturbance voltage to the measuring receiver and decouples the test circuit from the supply 
mains  

Note 1 to entry: There are two basic types of AMN, the V-network (V-AMN) which couples the unsymmetrical 
voltages, and the delta-network which couples the symmetric and the asymmetric voltages separately. The terms 
line impedance stabilization network (LISN) and V-AMN are used interchangeably. 

http://www.electropedia.org/
http://www.iso.org/obp
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c) ajout d’annexes relatives à l’incertitude de mesure; 
d) amélioration générale. 

Le texte de cette Norme internationale est issu des documents suivants: 

Projet Rapport de vote 

CIS/D/477/FDIS CIS/D/480/RVD 

 
Le rapport de vote indiqué dans le tableau ci-dessus donne toute information sur le vote ayant 
abouti à son approbation. 

La langue employée pour l’élaboration de cette Norme internationale est l’anglais. 

Le présent document a été rédigé selon les Directives ISO/IEC, Partie 2, il a été développé 
selon les Directives ISO/IEC, Partie 1 et les Directives ISO/IEC, Supplément IEC, disponibles 
sous www.iec.ch/members_experts/refdocs. Les principaux types de documents développés 
par l’IEC sont décrits plus en détail sous www.iec.ch/standardsdev/publications. 

Le comité a décidé que le contenu du présent document ne sera pas modifié avant la date de 
stabilité indiquée sur le site web de l’IEC sous webstore.iec.ch dans les données relatives au 
document recherché. A cette date, le document sera:  

• reconduit, 

• supprimé, 

• remplacé par une édition révisée, ou 

• amendé. 

 

IMPORTANT – Le logo "colour inside" qui se trouve sur la page de couverture de cette 
publication indique qu’elle contient des couleurs qui sont considérées comme utiles à une 
bonne compréhension de son contenu. Les utilisateurs devraient, par conséquent, imprimer 
cette publication en utilisant une imprimante couleur. 

 

  

http://www.iec.ch/members_experts/refdocs
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INTRODUCTION 

Le présent document est destiné à protéger les récepteurs embarqués des perturbations 
produites par des émissions conduites et des émissions rayonnées sur un véhicule. 

Les procédures d’essai et les limites données sont destinées à permettre un contrôle provisoire 
des émissions rayonnées des véhicules et des émissions conduites ou rayonnées, de courte 
ou de longue durée, des équipements et modules. 

Les limites d’essai des véhicules constituent des recommandations. Elles sont formulées pour 
un récepteur radio classique utilisant l’antenne installée sur le véhicule ou une antenne d’essai, 
en l’absence d’antenne spécifique spécifiée. Les bandes de fréquences définies ne s’appliquent 
pas à l’ensemble des régions et pays du monde. Pour des raisons économiques, un fabricant 
de véhicules est laissé libre d’identifier les bandes de fréquences applicables dans les pays 
dans lesquels l’un de ses véhicules est commercialisé, ainsi que les services de radiodiffusion 
susceptibles d’être utilisés à bord de ce véhicule. 

A titre d’exemple, même si la majorité des véhicules ne sont pas équipés d’un récepteur de 
télévision, les fréquences de télévision occupent néanmoins une part importante du spectre 
radioélectrique. Par conséquent, il n’est pas rentable de procéder à des essais portant sur les 
sources de bruit ou d’en réduire le nombre pour les véhicules qui ne sont pas équipés de 
récepteur de télévision. 

Il convient qu’un fabricant de véhicules définisse d’abord les pays dans lesquels le véhicule est 
destiné à être commercialisé, puis choisisse les bandes de fréquences et les limites qui 
s’appliquent. Le fabricant peut ensuite utiliser le présent document pour choisir les paramètres 
d’essai des équipements adaptés à la stratégie marketing choisie. 

La Conférence Administrative Mondiale des Radiocommunications (CAMR) a réduit, en 1979, 
la limite de fréquence inférieure à 148,5 kHz pour la région 1. Pour les besoins des véhicules, 
les essais réalisés à 150 kHz sont considérés comme étant satisfaisants. Pour les besoins du 
présent document, les plages de fréquences d’essais ont été étendues pour couvrir les services 
de radiodiffusion dans les différentes parties du monde. La protection de la réception radio à 
des fréquences adjacentes peut être attendue dans la plupart des cas. 

La technologie de radiocommunication développée pour être utilisée par les agences 
gouvernementales et les services d’urgence (forces de police, pompiers, ambulance/services 
de santé, etc.) n’est pas détaillée et les limites de protection fournies ne sont pas 
nécessairement applicables. Pour ces technologies, des limites et/ou des paramètres de 
mesure sont généralement convenus par le fabricant et les fournisseurs de service. 

Les services mobiles jusqu’aux technologies 4G ont été pris en considération dans la présente 
édition. La technologie 5G et/ou tous les services mobiles en cours de développement n’ont 
pas été pris en considération en raison du manque d’informations établies concernant les 
bandes de fréquences et les limites.  

Pour obtenir ce résultat, le présent document: 

• établit une méthode d’essai pour la mesure des émissions électromagnétiques produites 
par le système électrique d’un véhicule; 

• définit les limites des émissions électromagnétiques produites par le système électrique 
d’un véhicule; 

• établit des méthodes pour soumettre à essai les composants et modules embarqués 
indépendamment du véhicule; 

  



CISPR 25:2021 © IEC 2021 – 195 –  

• définit les limites des émissions électromagnétiques émanant des composants en vue de 
protéger les récepteurs embarqués des perturbations potentielles; 

• classifie les équipements automobiles en fonction de la durée des perturbations qu’ils 
engendrent afin d’établir une échelle de niveaux. 

NOTE Les essais des équipements ne sont pas destinés à remplacer les essais des véhicules. La corrélation exacte 
entre les essais des équipements et des véhicules dépend de la position de montage de l’équipement, de la longueur 
du faisceau, du montage et de la mise à la masse, ainsi que de la position de l’antenne. Les composants peuvent 
être évalués dans le cadre d’essais réalisés avant la mise en disponibilité du véhicule.  
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VÉHICULES, BATEAUX ET MOTEURS À COMBUSTION INTERNE – 
CARACTÉRISTIQUES DES PERTURBATIONS RADIOÉLECTRIQUES – 

LIMITES ET MÉTHODES DE MESURE POUR LA PROTECTION DES 
RÉCEPTEURS EMBARQUÉS 

 
 
 

1 Domaine d’application 

Le présent document contient des limites et des procédures pour la mesure des perturbations 
radioélectriques dans la plage de fréquences de 150 kHz à 5 925 MHz. Le présent document 
s’applique aux véhicules, bateaux, moteurs à combustion interne, remorques, appareils et tout 
composant électronique/électrique destiné à être utilisé dans les véhicules, bateaux, remorques 
et appareils. Consulter les publications de l’Union Internationale des Télécommunications (UIT) 
pour plus d’informations sur les allocations de fréquences. Ces limites visent à protéger les 
récepteurs embarqués installés (conformément aux lignes directrices du fabricant) dans un 
véhicule contre les perturbations produites par les composants/modules dans le même 
véhicule.  

Les types de récepteurs à protéger sont, par exemple, les récepteurs de radiodiffusion (son et 
télévision), de radiocommunications mobiles terrestres, de radiotéléphonie, de radioamateurs, 
de service radio de bande banalisée, de navigation par satellite (GPS, etc.), Wi-Fi, V2X et 
Bluetooth.  

Le présent document ne traite pas de la protection des systèmes de commande électroniques 
contre les émissions de radiofréquences (RF) ou les fluctuations de tensions transitoires ou 
impulsionnelles. Ces sujets sont pris en compte dans des publications de l’ISO. 

Les limites du présent document sont recommandées et sujettes à modification dans le cadre 
d’un accord entre le client (par exemple le fabricant de véhicules) et le fournisseur (par exemple 
le fabricant de composants). Le présent document est également destiné à être appliqué par 
les fabricants de véhicules et fournisseurs de composants et d’équipements destinés à être 
ajoutés et raccordés au faisceau du véhicule ou à une prise d’alimentation embarquée après 
livraison du véhicule. 

Le présent document définit des méthodes d’essai à destination des constructeurs et 
fournisseurs de véhicules, en vue de les aider à concevoir les véhicules et les composants, et 
à maintenir à des niveaux acceptables les émissions de radiofréquences des équipements 
radioélectriques embarqués. 

Les exigences d’émission du présent document ne sont pas destinées à être appliquées aux 
émissions intentionnelles d’un émetteur radio définies par l’UIT, y compris leurs émissions 
parasites. 

NOTE 1 Cette exclusion est limitée aux émissions de l’émetteur prévues, produites par l’EUT sous forme 
d’émissions rayonnées et couplées à la ligne filaire dans le montage de mesure. Pour les émissions conduites à des 
fréquences produites intentionnellement par la partie radio d’un EUT, cette exclusion ne s’applique pas. 

NOTE 2 Il est courant que les clients et les fournisseurs utilisent les normes de réglementation des 
radiocommunications pour gérer l’effet des émissions parasites d’un émetteur radio, à moins que les limites des 
émissions parasites ne soient convenues dans le plan d’essai. 



CISPR 25:2021 © IEC 2021 – 197 –  

2 Références normatives 

Les documents suivants sont cités dans le texte de sorte qu’ils constituent, pour tout ou partie 
de leur contenu, des exigences du présent document. Pour les références datées, seule 
l’édition citée s’applique. Pour les références non datées, la dernière édition du document de 
référence s’applique (y compris les éventuels amendements). 

IEC 61851-1:2017, Système de charge conductive pour véhicules électriques – Partie 1: 
Exigences générales 

CISPR 16-1-1:2019, Spécifications des méthodes et des appareils de mesure des perturbations 
radioélectriques et de l’immunité aux perturbations radioélectriques – Partie 1-1: Appareils de 
mesure des perturbations radioélectriques et de l’immunité aux perturbations radioélectriques 
– Appareils de mesure 

CISPR 16-1-2:2014, Spécifications des méthodes et des appareils de mesure des perturbations 
radioélectriques et de l’immunité aux perturbations radioélectriques – Partie 1-2: Appareils de 
mesure des perturbations radioélectriques et de l’immunité aux perturbations radioélectriques 
– Dispositifs de couplage pour la mesure des perturbations conduites  
CISPR 16-1-2:2014/AMD1:2017 

CISPR 16-1-6:2014, Spécifications des méthodes et des appareils de mesure des perturbations 
radioélectriques et de l’immunité aux perturbations radioélectriques – Partie 1-6: Appareils de 
mesure des perturbations radioélectriques et de l’immunité aux perturbations radioélectriques 
– Etalonnage des antennes CEM  
CISPR 16-1-6:2014/AMD1:2017 

ISO 7637-3:2016, Road vehicles – Electrical disturbances from conduction and coupling – 
Part 3: Electrical transient transmission by capacitive and inductive coupling via lines other than 
supply lines (disponible en anglais seulement) 

ISO 11452-4:2020, Road vehicles – Component test methods for electrical disturbances from 
narrowband radiated electromagnetic energy – Part 4: Harness excitation methods (disponible 
en anglais seulement) 

SAE ARP 958.1 Rev D:2003-02, Electromagnetic Interference Measurement Antennas; 
Standard Calibration Method (disponible en anglais seulement) 

3 Termes et définitions 

Pour les besoins du présent document, les termes et définitions suivants s’appliquent. 

L’ISO et l’IEC tiennent à jour des bases de données terminologiques destinées à être utilisées 
en normalisation, consultables aux adresses suivantes: 

• IEC Electropedia: disponible à l’adresse http://www.electropedia.org/ 

• ISO Online browsing platform: disponible à l’adresse http://www.iso.org/obp 

3.1   
cage de Faraday recouverte d’absorbants 
ALSE 
cage de Faraday dont les murs intérieurs et le plafond sont recouverts de matériaux absorbants 
RF 

Note 1 à l'article: L’abréviation "ALSE" est dérivée du terme anglais développé correspondant "Absorber Lined 
Shielded Enclosure". 

http://www.electropedia.org/
http://www.iso.org/obp



