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INTERNATIONAL ELECTROTECHNICAL COMMISSION 
____________ 

 
FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION –  

 
Part 315: Communication profile integration –  

IEC 61784 CPF 15 
 
 

FOREWORD 

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising 
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote 
international co-operation on all questions concerning standardization in the electrical and electronic fields. To 
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications, 
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC 
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested 
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely 
with the International Organization for Standardization (ISO) in accordance with conditions determined by 
agreement between the two organizations. 

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international 
consensus of opinion on the relevant subjects since each technical committee has representation from all 
interested IEC National Committees.  

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National 
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC 
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any 
misinterpretation by any end user. 

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications 
transparently to the maximum extent possible in their national and regional publications. Any divergence 
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in 
the latter. 

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any 
equipment declared to be in conformity with an IEC Publication. 

6) All users should ensure that they have the latest edition of this publication. 

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and 
members of its technical committees and IEC National Committees for any personal injury, property damage or 
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and 
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC 
Publications.  

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is 
indispensable for the correct application of this publication. 

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of 
patent rights. IEC shall not be held responsible for identifying any or all such patent rights. 

International Standard IEC 62453-315 has been prepared by subcommittee 65E: Devices and 
integration in enterprise systems, of IEC technical committee 65: Industrial-process 
measurement, control and automation. 

This bilingual version (2015-06) corresponds to the English version, published in 2009-07. 

This part, in conjunction with the other parts of the first edition of the IEC 62453 series 
cancels and replaces IEC/PAS 62453-1, IEC/PAS 62453-2, IEC/PAS 62453-3, IEC/PAS 
62453-4 and IEC/PAS 62453-5 published in 2006, and constitutes a technical revision. 

Each part of the IEC 62453-3xy series is intended to be read in conjunction with IEC 62453-2. 
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The text of this standard is based on the following documents: 

FDIS Report on voting 

65E/131/FDIS 65E/144/RVD 

 
Full information on the voting for the approval of this standard can be found in the report on 
voting indicated in the above table. 

The French version of this standard has not been voted upon. 

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts of the IEC 62453 series, under the general title Field Device Tool (FDT) 
interface specification, can be found on the IEC website. 

The committee has decided that the contents of this publication will remain unchanged until 
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in 
the data related to the specific publication. At this date, the publication will be  

• reconfirmed, 
• withdrawn, 
• replaced by a revised edition, or 
• amended. 

 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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INTRODUCTION 

This part of IEC 62453 is an interface specification for developers of FDT (Field Device Tool) 
components for function control and data access within a client/server architecture. The 
specification is a result of an analysis and design process to develop standard interfaces to 
facilitate the development of servers and clients by multiple vendors that need to interoperate 
seamlessly. 

With the integration of fieldbusses into control systems, there are a few other tasks which 
need to be performed. In addition to fieldbus- and device-specific tools, there is a need to 
integrate these tools into higher-level system-wide planning- or engineering tools. In 
particular, for use in extensive and heterogeneous control systems, typically in the area of the 
process industry, the unambiguous definition of engineering interfaces that are easy to use for 
all those involved is of great importance. 

A device-specific software component, called DTM (Device Type Manager), is supplied by the 
field device manufacturer with its device. The DTM is integrated into engineering tools via the 
FDT interfaces defined in this specification. The approach to integration is in general open for 
all kinds of fieldbusses and thus meets the requirements for integrating different kinds of 
devices into heterogeneous control systems. 

Figure 1 shows how IEC 62453-315 is aligned in the structure of the IEC 62453 series. 

 

Figure 1 – Part 315 of the IEC 62453 series 

 

IEC   1136/09 
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FIELD DEVICE TOOL (FDT) INTERFACE SPECIFICATION –  
 

Part 315: Communication profile integration –  
IEC 61784 CPF 15 

 
 
 

1 Scope 

Communication Profile Family 15 (commonly known as Modbus1) defines communication 
profiles based on IEC 61158-5-15 and IEC 61158-6-15. The basic profile CP 15/1 (Modbus 
TCP) is defined in IEC 61784-1. An additional communication profile (Modbus Serial Line) is 
defined in [2]. 

This part of the IEC 62453 provides information for integrating Modbus TCP® and Modbus 
Serial Line® protocol support into FDT based systems.  

NOTE This part of IEC 62453 only specifies the mapping of Modbus parameters to FDT data types. For 
restrictions of protocol specific parameters concerning allowed values and concerning limitations of arrays used in 
the definition of FDT data types, refer to IEC 61158-5-15 and the MODBUS Application Protocol Specification. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 61131-3, Programmable controllers – Part 3: Programming languages 

IEC 61158-5-15, Industrial communication networks – Fieldbus specifications – Part 5-15: 
Application layer service definition – Type 15 elements  

IEC 61158-6-15, Industrial communication networks – Fieldbus specifications – Part 6-20: 
Application layer protocol specification – Type 15 elements  

IEC 61784-1, Industrial communication networks – Profiles – Part 1: Fieldbus profiles 

IEC 61784-2, Industrial communication networks – Profiles – Part 2: Additional fieldbus 
profiles for real-time networks based on ISO/IEC 8802-3  

IEC 62453-1:2009, Field Device Tool (FDT) interface specification – Part 1: Overview and 
guidance 

IEC 62453-2:2009, Field Device Tool (FDT) interface specification – Part 2: Concepts and 
detailed description 

RFC 791, Internet Protocol (available at <http://www.ietf.org/rfc/rfc0791.txt) 

————————— 
1) Modbus is the trademark of Schneider Automation Inc. It is registered in the United States of America. This 

information is given for the convenience of users of this International Standard and does not constitute an 
endorsement by IEC of the trademark holder or any of its products. Compliance to this profile does not require 
use of the trademark Modbus. Use of the trademark Modbus requires permission from Schneider Automation 
Inc. 
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INTRODUCTION 

Cette partie de la CEI 62453 désigne une spécification de l’interface pour les développeurs 
des composants de FDT (Field Device Tool) (Outil pour Dispositifs de Terrain) pour la 
commande des fonctions et l’accès aux données au sein d’une architecture client/serveur. La 
spécification résulte d’une analyse et d’un processus de conception destiné à développer des 
interfaces normalisées afin de faciliter le développement de serveurs et de clients par de 
multiples vendeurs ayant besoin d’interagir sans couture. 

Des bus de terrain étant intégrés aux systèmes de commande, quelques tâches 
supplémentaires doivent être effectuées. En plus des outils relatifs aux dispositifs ainsi qu'aux 
bus de terrain, il est nécessaire d'intégrer ces outils à des outils de planification à l'échelle du 
système à un niveau plus élevé ou à des outils d'études. En particulier, pour des utilisations 
dans des systèmes de commande vastes et hétérogènes, généralement dans le secteur de 
l’industrie de transformation, il est très important de définir clairement les interfaces 
d’ingénierie faciles d’utilisation pour toutes celles concernées. 

Un composant logiciel spécifique à un dispositif appelé DTM (Device Type Manager) 
(Gestionnaire de type de dispositifs) est fourni par le fabricant du dispositif de terrain avec le 
dispositif auquel il est associé. Le DTM est intégré aux outils d’ingénierie via les interfaces du 
FDT définies dans la présente spécification. L’approche de l’intégration est généralement 
ouverte à tous les types de bus de terrain et par conséquent satisfait aux exigences relatives 
à l’intégration de différents types de dispositifs dans des systèmes de commande 
hétérogènes. 

La Figure 1 présente la manière dont la CEI 62453-315 est alignée dans la structure de la 
série CEI 62453. 
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Légende 

Anglais Français 

Part 315 Communication profile integration –IEC 
61784 CPF 15 

Partie 315 Intégration des profils de 
communication – CEI 61784 CPF 15  

Presentation Présentation  

Technology independent architecture Architecture indépendante vis-à-vis de toute 
technologie 

Technology specific implementation Mise en œuvre spécifique à une technologie 

Frame application Application cadre 

Client application Application client 

Communication channel Voie de communication 

FDT Service Service de FDT 

FDT Interfaces Interfaces de FDT 

Fielbus interface Interface de bus de terrain 

Figure 1 – Partie 315 de la série CEI 62453 

IEC   1136/09 
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SPÉCIFICATION DES INTERFACES DES OUTILS  
DES DISPOSITIFS DE TERRAIN (FDT) –  

 
Partie 315: Intégration des profils de communication –  

CEI 61784 CPF 15 
 
 
 

1 Domaine d’application 

La Famille de Profils de Communication 15 (généralement connue sous le nom de Modbus1) 
définit les profils de communication basés sur la CEI 61158-5-15 et la CEI 61158-6-15. Le 
profil de base CP 15/1 (Modbus TCP) est défini dans la CEI 61784-1. Un autre profil de 
communication (Modbus Serial Line) est défini en [2]. 

Cette partie de la CEI 62453 fournit des informations pour intégrer le protocole Modbus TCP® 
et Modbus Serial Line® dans des systèmes basés sur FDT.  

NOTE Cette partie de la CEI 62453 ne spécifie que la mise en correspondance des paramètres Modbus avec les 
types de données de FDT. Pour connaître les restrictions des paramètres spécifiques à un protocole concernant 
les valeurs autorisées ainsi que les limites des matrices utilisées dans la définition des types de données de FDT, 
se référer à la CEI 61158-5-15 ainsi qu’à la Spécification du Protocole pour l’Application de MODBUS. 

2 Références normatives 

Les documents de référence suivants sont indispensables pour l'application du présent 
document. Pour les références datées, seule l'édition citée s'applique. Pour les références 
non datées, la dernière édition du document de référence s'applique (y compris les éventuels 
amendements). 

CEI 61131-3, Automates programmables – Partie 3: Langages de programmation 

CEI 61158-5-15, Réseaux de communication industriels – Spécifications des bus de terrain – 
Partie 5-15: Définition des services des couches d’application – Éléments de type 15 

CEI 61158-6-15, Réseaux de communication industriels – Spécifications des bus de terrain – 
Partie 6-20: Spécification des services des couches d’application – Éléments de type 15 

IEC 61784-1 Industrial communication networks – Profiles – Part 1: Fieldbus profiles 
(disponible en anglais uniquement) 

IEC 61784-2 Industrial communication networks – Profiles – Part -2: Additional fieldbus 
profiles for real-time networks based on ISO/IEC 8802-3 (disponible en anglais uniquement) 

IEC 62453-1:2009, Field Device Tool (FDT) interface specification – Part 1: Overview and 
guidance (disponible en anglais uniquement) 

IEC 62453-2:2009, Field Device Tool (FDT) interface specification – Part 2: Concepts and 
detailed description (disponible en anglais uniquement) 

————————— 
1) Modbus est la marque commerciale de Schneider Automation Inc. Elle est déposée aux Etats-Unis d’Amérique. 

Cette information est donnée à l’intention des utilisateurs de la présente Norme internationale et ne signifie 
nullement que la CEI approuve ou recommande l'emploi exclusif du produit ainsi désigné. La conformité avec 
ce profil ne nécessite pas l’utilisation de la marque commerciale déposée. L'utilisation de la marque 
commerciale Modbus requiert l’autorisation de Schneider Automation Inc. 
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RFC 791, Protocole Internet (disponible sous <http://www.ietf.org/rfc/rfc0791.txt) 

3 Termes, définitions, symboles, abréviations et conventions 

3.1 Termes et définitions 

Pour les besoins du présent document, les termes et définitions donnés dans la CEI 62453-1, 
la CEI 62453-2 ainsi que les suivantes s'appliquent. 

3.2 Abréviations 

Pour les besoins du présent document, les abréviations données dans la CEI 62453-1, la CEI 
62453-2 ainsi que les suivantes s'appliquent. 

ASCII American Standard Code for Information Interchange (Code 
Américain Normalisé pour l’Echange d'Informations) 

DTM Device Type Manager (Gestionnaire du type de dispositif) 

FA Frame Application (Application cadre) 

IP Internet Protocol (Protocole Internet) 

RFC Request For comment (Demande de commentaire) 

TCP Transmission Control Protocol (Protocole de commande de 
tansport (protocoleTCP)) 

3.3 Conventions 
3.3.1 Dénominations des types de données et références aux types de données 
Les conventions pour la dénomination et le référencement des types de données sont 
décrites dans la CEI 62453-2, Article A.1. 

3.3.2 Vocabulaire relatif aux exigences 

Les expressions suivantes sont utilisées lors de la spécification des exigences. 

– Utilisation de “doit” ou de “obligatoire” – Aucune exception autorisée. 

– Utilisation de “il convient de” ou de 
“recommandé” 

– Recommandation forte. Il peut être légitime, dans 
des cas particuliers exceptionnels, de s’écarter du 
comportement décrit.  

– Utilisation de “peut’ ou de  “facultatif’ – La fonction ou le comportement peut être 
indiqué(e) selon les conditions définies. 

 

4 Catégorie de bus 

Le protocole Modbus est identifié dans l’élément protocolId du type de données structuré 
'fdt:BusCategory' par les identificateurs uniques suivants (voir Tableau 1). 

Tableau 1 – Identificateurs du protocole 

Valeur de l’identificateur Nom du ProtocolId Description 

59629a40-285f-11db-a98b-0800200c9a66 ‘Modbus over Serial Line’ Modbus sur Ligne 
Sérielle 

59629a41-285f-11db-a98b-0800200c9a66 ‘Modbus over TCP’ Modbus sur TCP 

 




