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CORRIGENDUM 1

Corrections to the French version appear after the English text. Please note that some
corrections are different for the English and French texts.

Les corrections a la version frangaise sont données apres le texte anglais. Veuillez noter que
certaines corrections sont différentes pour les textes anglais et francgais.

Corrections to the English version:

INTRODUCTION to Corrigendum 1:

This Corrigendum 1 corrects an oversight during the final editing process of
IEC 62439-2:2021. The MIB specifications included in Subclauses 10.2 and 10.3 refer to the
FDIS documents and need to be updated with references to the final publications (both
standard and associated MIB file).

NOTE This Corrigendum 1 includes corrections for the MIBs in Subclauses 10.2 and 10.3. The MIB in 10.3 is
provided as a code component in a companion document, see https://www.iec.ch/sc65c/supportingdocuments. The
(minor) correction for Subclause 10.3 is provided for convenience, while the version in the companion document
IEC_62439-2_2021A2.mib contains the corrected code and prevails in case of discrepancies.

10.2 MRP MIB with a monitoring view

Replace, in the section “iec62439 MODULE-IDENTITY”, in the line “LAST-UPDATED”,
“"2019013000002" -- January 30, 2019” with “"202212140000z" -- December 14,
2022”.


https://www.iec.ch/sc65c/supportingdocuments
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Replace, in the same section, the lines

DESCRIPTION "
65c-62439-2-Ed3-FDIS
Copyright (C) IEC. This version of this MIB module is part
of 65¢c-62439-2-Ed3-FDIS;
see 65c-62439-2-Ed3-FDIS for full legal notices.
This MIB module defines the Network Management interfaces
for the Redundancy Protocols defined by the IEC
standard 62439.
These definitions specify the pure monitoring variant
of a SNMP entity. If the SNMP entity also contains
management functionality, then IEC 62439 management MIB
definitions shall be used instead of this MIB module.

with the following lines:

DESCRIPTION "
65c-62439-2:2021/COR1:2023
Copyright (C) IEC. This version of this MIB module is part
of 65c-62439-2:2021/COR1:2023;
see 65c-62439-2:2021 for full legal notices.
This MIB module defines the Network Management interfaces
for the Redundancy Protocols defined by the IEC 62439 suite.
This MIB exposes the IEC62439-2 objects (MRP).
These definitions specify the pure monitoring variant
of an SNMP entity. If the SNMP entity also contains
management functionality, then IEC 62439 management MIB
definitions shall be used instead of this MIB module.
REVISION "2022121400002" -- December 14, 2022
DESCRIPTION "
replacement of FDIS version with final IS version

"

10.3 MRP MIB with a management and monitoring view

Replace, in the section “iec62439 MODULE-IDENTITY”, in the line “LAST-UPDATED”,
“"2019013000002" -- January 30, 2019” with “"202212140000z" -- December 14,
2022”.

Replace, in the same section, the lines

DESCRIPTION "
65c-62439-2-Ed3-FDIS
Copyright (C) IEC. This version of this MIB module is part
of 65¢c-62439-2-Ed3-FDIS;
see 65¢c-62439-2-Ed3-FDIS for full legal notices.
This MIB module defines the Network Management interfaces
for the Redundancy Protocols defined by the IEC
standard 62439.
These definitions specify the monitoring and management
variant of an SNMP entity. If the SNMP entity only contains
monitoring functionality, then IEC 62439 monitoring MIB
definitions shall be used instead of this MIB module.
An entity may support either the monitoring facet only
or the management facet including the monitoring facet
as a subset.
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with the following lines:

DESCRIPTION "
65c-62439-2:2021/COR1:2023
Copyright (C) IEC. This version of this MIB module is part
of 65¢c-62439-2:2021/COR1:2023;
see 65c-62439-2:2021 for full legal notices.
This MIB module defines the Network Management interfaces
for the Redundancy Protocols defined by the IEC 62439 suite.
This MIB exposes the IEC62439-2 objects (MRP).
These definitions specify the monitoring and management
variant of an SNMP entity. If the SNMP entity only contains
monitoring functionality, then IEC 62439 monitoring MIB
definitions shall be used instead of this MIB module.
An entity may support either the monitoring facet only
or the management facet including the monitoring facet
as a subset.

REVISION "2022121400002" -- December 14, 2022

DESCRIPTION "

replacement of FDIS version with final IS version

"
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Corrections a la version frangaise:

INTRODUCTION au Corrigendum 1:

Ce Corrigendum 1 corrige un oubli lors du processus final d'édition de I''EC 62439-2:2021.
Les spécifications MIB incluses dans les Paragraphes 10.2 et 10.3 font référence aux
documents FDIS et doivent étre mises a jour avec des références aux publications finales (a
la fois la norme et le fichier MIB associé).

NOTE Ce Corrigendum 1 inclut des corrections pour les MIBs dans les Paragraphes 10.2 et 10.3. La MIB dans le
Paragraphe 10.3 est fournie sous forme de composant de code dans un document associé, voir
https://www.iec.ch/sc65c/supportingdocuments. La correction du Paragraphe 10.3 est fournie a titre de référence ;
la version du document associé IEC_62439-2_2021A2.mib contient le code corrigé et prévaut en cas de
divergence.

D'autre part, les sections "DESCRIPTION" des MIBs dans les Paragraphes 10.2 et 10.3 ont
été malencontreusement traduites dans la version frangaise, ce qui n'est pas approprié pour
des composants de code.

10.2 MIB MRP avec une vue de surveillance

Remplacer le texte entre les lignes “<CODE BEGINS>" et <CODE ENDS> par le texte de la
version anglaise, aprés avoir effectué les corrections demandées pour cette version anglaise.

10.3 MIB MRP avec une vue de gestion et de surveillance

Remplacer le texte entre les lignes “<CODE BEGINS>" et <CODE ENDS> par le texte de la
version anglaise, aprés avoir effectué les corrections demandées pour cette version anglaise.


https://www.iec.ch/sc65c/supportingdocuments

	INTRODUCTION to Corrigendum 1:
	INTRODUCTION au Corrigendum 1:

