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The responsible German body involved in the preparation of this Corrigendum was the DKE  Deutsche 
Kommission Elektrotechnik Elektronik Informationstechnik im DIN und VDE (http://www.dke.de), UK 511.2 
„Herde und Mikrowellengeräte“  

In
DIN EN 60335-2-6 (VDE 0700-6):2013-06 
the following corrections were necessary: 

Page 15 and page 40 

It was noticed that the instruction in EN 60335-2-6:2003/A12:2012 to delete certain paragraphs had been 
misleading and misinterpreted in the consolidated version of DIN EN 60335-2-6 (VDE 0700-6). 

The correction concerns the last three paragraphs of subclause 21.101. However, to avoid misunder-
standings the corrected version of the entire subclause is given here as follows: 

21.101 Oven shelves and their supports shall have adequate mechanical strength. 

Compliance is checked by the following test. 

A vessel filled with sand or shot is placed on the oven shelf. The total mass in kilograms is equal to 220 times 
the volume of the useful oven space in cubic metres, or 24 kg, whichever is less. 

The shelf, with the vessel placed centrally on it, is inserted into the oven and moved as close as possible to 
one of the side walls. It is left in this position for 1 min and then withdrawn. It is then reinserted, moved as 
close as possible to the other sidewall and left for 1 min. 

The test is repeated for each supporting position of the shelf. The shelf and supports shall show no distortion 
impairing their further use and the shelf shall not fall from the supports. 

Ovens with shelves that can be withdrawn and that are fitted with stops are also tested as follows. The 
shelves are fully extended to the maximum distance allowed by the stops. An evenly distributed force of 80 N 
is applied to each shelf, at locations along the front edge of the shelf, using a vessel having side dimensions 
of 200 mm, one side of the vessel being aligned along the front edge of the shelf. 

During this test, the shelf shall not tilt downwards by more than 6°.

Compliance is checked measuring the inclination of the shelf fully inserted inside the oven and without a 
mass, and then measuring the inclination of the shelf placed in its rest position and the defined mass applied 
to the shelf. The inclination difference shall not exceed 6º. 
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