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The responsible German body involved in the preparation of this Corrigendum was the DKE  Deutsche 
Kommission Elektrotechnik Elektronik Informationstechnik im DIN und VDE (http://www.dke.de), Technical 
Committee UK 541.3 „Fehlerstrom-Schutzeinrichtungen“. 

In
DIN EN 61008-1/A13 (VDE 0664-10/A13):2013-01  
due the European corrigendum (CENELEC-Corrigendum November 2012 zu EN 61008-1:2004/A13:2012) 
the following changes have to be made:folgende Korrekturen vorzunehmen: 

8.11 Test device 

Replace the first paragraph by the following: 

“For RCCBs with rated residual current of 30 mA the ampere-turns produced when operating the test device 
of a RCCB, supplied at rated voltage or at the highest value of the voltage range, if applicable, shall not 
exceed 1,66 times the ampere-turns produced, when a residual current equal to I n is passed through one of 
the poles of the RCCB.” 

9.16 Verfication of the operation of the test device at the limits of rated voltage 

Replace the present text by the following: 

In order to verify that at rated voltage or the highest voltage of the voltage range, if applicable, the ampere-
turns due to the operation of the test device are less than  

1,66 times the ampere turns produced at rated residual current for RCCB 30 mA and  

2,5 times the ampere turns produced at rated residual current for all other RCCB  

the impedance of the circuit is measured and the test ampere turns are calculated, taking into account the 
configuration of the circuit of the test device. 
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